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< Dimension |
UNIT : mm
oI BASE PART EXTERNAL PART INPUT SHAFT PART
HAND
P.CD WHEEL
MODEL TYPE FLANGE @D1 @D3 H H1 H2 K KI K2 K38 L L1 L2 @PD KEY
@D2  N-H-DP
SBWG-BFDC F07 55 70 4-Mg-12 110 385 132 76 38 386 150 104 97 200
SBWG-0DC 10 70 102 4-M10-15 135 535 1505 77 38 436 177 111.5 1045 250
24 16 6X6
SBWG-00DC A  F-12 85 125 4-M12-18 165 2 655 192 85 43 536 230 122 138 300
SBWG-01DC F-14 100 140  4-M16-24 190 785 2175 9% 53 65 260 131 147 400
SBWG-02DC F-16 130 1656  4-M20-30 220 95 257 1005 56 755 294 184 166 29 21  6X6 500
SBWG-03DC E19 450 205 8-MI624 250 107.5 287 116 50 87 324 194 176
F=20 29 21 6X6 560
SBWG-35DC F25 200 254  8-M16-24 300 122 3195 126 63 91 329 201 181
SBWG-04DC F25 200 254  8-M16-24 300 147 385 147 73 120 370 247 207 630
SBWG-05DC B 30 3 174 4375 155 78 141 400 257 217 34 32 10X8
F30 230 298  8-M20-30 710
SBWG-55DC 350 196 4845 162 80 144 420 277 237
SBWG-06DC F35 260 35  8-M30-45 415 222 E585 200 109 175 489 316 286 800
44 38 128
SBWG-07DC F-40 300 406  8-M36-55 475 2725 6605 227 116 209 538 3505 315 900
SBWG-75DC 560 313 776 246 120 220 617 3895 381
C  F48 370 483  12-M36-55 5 58 50 16X10 1000
SBWG-08DC 560 366 884 254 125 245 652 4245 416
SBWG-09DC 700 4355 10235 284 138 270 692 465 456
D F60 470 603  20-M36-55 5 58 50 16X10 1000
SBWG-10DC 800 498 1191 362 164 330 814 550 614

*



< Feature pushing Type

Splines permit accurate
e All mounting bases conform to ISO 5210/1 standards. alignment of valve stem key.
e All castings are ductile iron, Class 65-45-12 excellent strength
and impact resistance.
e \Norm gear material is available in two option.
> Ductile iron,Class 80-55-06
> Aluminum bronze, B148—-C95800
e \Worm is 1045 heat treated Carbon steel.
e Removable splined bushing to permit accurate positioning
between gear drive and valve stem.
e Options include hand wheels, chain wheels and etc.

Manual Override Operation

LOCKING DEVICE —

LEVER “~ | NS . .
(manual) \ N 1. Pull up on locking device knob.

2. Rotate lever to “Manual” position.
} 3. Handwheel can now be operated.
Note : pneumatic actuator is now fully disengaged.
4. The lever must be placed back in “Remote” position for
pneumatic operation.
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e Somewhere it should be noted that these units have been CAUTION
specifically developed for use with pneumatic and Hydrauric e Operate to check the position of manual and remote.
Actuators providing a positve mechanical means of manual e \When convert "manual” position,control the position of
operation. worm shaft and then operate to accord with worm gear.

«» Selection Chart for Manual Operation

SIZE MAX. TORQUE CAPACITY WEIGHT
— G2 i ST 2T - - "
SBWG-BFDC 291 20 (6X6) F-07 320 236 4
SBWG-0DC 341 28(8X7) F-07,F-10 680 502 6
SBWG-00DC 381 36(10%8) F-10,F-12 980 723 10
SBWG-01DC 43:1 46/(14%9) F-10,F-12,F-14 1600 1180 13
SBWG-02DC 4611 60(18X11) F-12,F-14, F-16 2500 1844 21
SBWG-03DC 50 1 75(20X12) F-14,F-16, (F-20) 3800 2803 29
SBWG-35DC 52:1 80(22X14) F-16, (F-20), F-25 5600 4130 a3
SBWG-04DC 561 95 (25X14) F-16, (F-20),F-25 9600 7081 56
SBWG-05DC 601 115(32X18) F-25, F-30 14400 10621 78
SBWG-55DC 62:1 125(32X18) F-25, F-30 21150 16599 97
SBWG-06DC 64:1 140 (36X20) F-25, F-30, F-35 29520 21773 147
SBWG-07DC 68:1 180 (45X25) F-30, F-35, F-40 45000 33190 243
SBWG-75DC 65:1 210(50X28) F-35, F-40, F-48 73350 54100 350
SBWG-08DC 65:1 250 (56X32) F-40, F-48 108900 80321 473
SBWG-09DC 64:1 280 (63X32) F-48, F-60 178000 131286 829
SBWG-10DC 62:1 320(70X36) F-60 253000 186600 1330

Size and component specitication in this catalgue are subject to change without prior notice for quality improvement.
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